

DRAINAGE PROJECT WORKSHEET




A. Site Plan

A site plan, with alignment drawings, that includes the location, plan view and cross-section of cuts, fills and structures is required.  Include the type, and measurements of all pipes, culverts, ditches, swales and detention/retention basins and ponds.  Send the following engineering as appropriate:

 FORMCHECKBOX 
  Calculations used to determine the sizes of any culverts in the project area (drainage area, amount of flow, slope of culvert, invert elevations).

 FORMCHECKBOX 
  Calculations used to determine the sizes of any ditches and swales in the project area (drainage area, amount of flow, slope and depth of the ditch).

 FORMCHECKBOX 
  Calculations used to determine the size of any detention/retention         basins and ponds (drainage area, amount of flow, stage-storage, and stage-discharge curves).

                  FORMCHECKBOX 
 Topographic maps

B. Environmental Impacts

Both upstream and downstream impacts need to be considered and discussed in the NEPA documents and coordination letters.

C. Letter of Map Revision (LOMR)
A Letter of Map Revision may be needed on this project.  Any changes to the Flood Insurance Rate Maps (FIRM) need to be reflected on the flood maps, which is accomplished through the LOMR process.  The construction of this project may lower the 100-year flood elevation and thus, possibly lower the flood insurance rates for structures in the project area.

If the project is located in a regulatory floodway, a no-rise certification or Conditional Letter of Map Revision will be required.
D. Project Scheduling 

Note below any special circumstances regarding project scheduling.
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